made to procedures and practices of tr
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TERMINATOR™ Cable Fittings

NPT
Thread Size

3

1
114
1%
2
21
3
3%

Armor O.D.
Range

.600to .850

.800to0 1.120
1.100 to 1.400
1.330to 1.610
1.570 to 2.060
1.930to 2.470
2.450 10 3.020
2.950t0 3.520

Optional Cold

Non-Hazardous Hazardous Shrink® Kit
Cat. # Cat. #x Cat. #
T™MC285 TMCX285 TMC-K2
TMC3112 TMCX3112 TMC-K3
TMC4140 TMCX4140 TMC-K4
TMC5161 TMCX5161 TMC-K5
TMCB206 TMCX6206 TMC-K6
TMC7247 TMCX7247 TMC-K7
TMC8302 TMCX8302 TMC-K8
TMC9352 TMCX9352 TMC-K9

Certifications and Compliances

¢ NEC: Class |, Groups A* B,C,D
Class ll, Groups F.G
Class lll, Div. 1 and 2 (except when
used with Tray Cable)
Article 334, 340, 501-4(b), 502-4(b),
503-3(a)
* NEMA: FB1-1989
# UL Standards: 514B, 886
® Fed. Spec.: W-F-406B
# CSA Standard C22.2 No. 18-M1987
Class |, A,B,C,D SL
Class I, E,F,G
Class lll, Enc. 4 locations

FEATURES

Eight fittings cover cable 0.D. range of
600 to 3.520, in 3/4" to 3-1/2" NPT sizes

Quick and easy to install; no disassembly
is required forTMC installation

Unique stainless steel grounding retaining
spring with copper plate finish provides
positive ground continuity and superior
pull-out resistance exceeding that required
by UL/CSA

Meoprene bushing provides a watertight
seal

Lightweight, corrosion-resistant/copper
free aluminum construction provides long,
maintenance-free service life in industrial
environments
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TERMINATOR™ Cable Fittings

Dimensions
NPT TMC TMCX TMC/TMCX
Size Cat. # A Cat. # A B C D

¥a TMC285 2%  TMCX285 278 2542 1% 1

1 TMC3112 2%  TMCX3112 3 %96 2 1%6
1%  TMC4140 2% TMCX4140 3%  3& 2%s 19
12 TMC5161 2¥a  TMCX5161 33  3& 2% 12542
2 TMC6206 4% TMCX6206 5%s 1 3% 2%s
2%  TMCT7247 4% TMCX7247 6%e 1746 4 22932
3 TMC8302 473 TMCX8302 6% 176 4%  3%e
3 TMC9352 5%  TMCX9352 7% 1% 5% 3%

Cable Gauge and Sizer

» Measure the cable armor and select t

g » Determine how much cable jacke
| proper installation.

S5 A * Decide how much compoun

== proper installation of TMCXH




MC Cable fittings Manufacturers

Arlington

O-Z/Gedney

Crouse-Hinds

Thomas & Betts

Appleton

Bridgeport

ADALET-PLM

Killark



B-Line

Superstrut

Caddy

PowerStrut

Strut Clamp Manufacturer’s




